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ACO. creating 
the future of drainage
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ACO, Inc.

ACO ShowerDrain March 2021

Premium ShowerPoint - 6" Wave Point Drain

Optional Lock

6" Wave Grate  

5.49" (140 mm)

5.49" (140 m
m

)

Specification Clause

The Premium ShowerPoint point drain 
body shall be chrome-plated ABS plastic as 
manufactured by ACO, Inc. A decorative 
stainless steel edge frame shall also be 
provided. The locking*/non-locking* grate shall 
be manufactured from grade 304 stainless steel 
with Wave slot design. 

Shower outlet shall be a 5.83" (148 mm) 
square, with a 2.00" (50 mm) outer diameter 
outlet spigot. Grate shall provide a minimum 
intake area of 9.30 in2 (60.0 cm2). Outlet shall 
provide minimum outlet flow rate of 12.7 GPM 
where installed to allow 0.20" (5 mm) head of 
water OR 22.2 GPM where installed to allow 
0.60" (15 mm) head of water.

Connection to plumbing shall be either 
with 2" NPS threaded coupling (supplied 
with outlet) that shall be solvent welded to 
outlet spigot*/2" no-hub adjustable coupling 
(available from ACO or others)*, or a solvent 
weld connection*.

ACO recommends checking local plumbing 
codes prior to installation.

The system shall be installed in accordance 
with the manufacturer’s instructions and 
recommendations.

*Delete as necessary.

Stainless Steel Edge Frame

4.03" (102 m
m

)

1.67" (42 m
m

)

Ø 4.69" (119 mm)Recess for Locking Grates

6" Point Deep Drain Body

5.83" (148 mm)

5.83" (148 m
m

)

Spigot Inner Ø
Ø 4.69" (119 mm)

3.13" (80 m
m

)

Stainless Steel Edge Frame

2.83" (72 m
m

)

0.46" (12 m
m

)

Recess for Locking Grates

6" Point Shallow Drain Body

5.83" (148 mm)

5.83" (148 m
m

)

Ø 2.0" (51 mm) NPS 
Coupling to be solvent-

welded to Outlet Spigot at 
required height (spigot can be 
trimmed to length if required)

Spigot Inner Ø
Ø 4.69" (119 mm)

Ø 2.00" (51 mm) NPS Outlet

Threaded Adapter

Each product includes:

 � (1) Point Drain Body
 � (1) Wave Grate
 � (1) Threaded Adapter
 � (1) Grate Lifting Key
 � Installation Instructions

Parts Body 
Type

Part
No.

Grate
Material

Intake
in2 (cm2)

Weight
lbs

6" Point Drain Body w/ Wave Grate (Locking) Deep 37234 AISI 304 9.30 (60.0) 1.6

6" Point Drain Body w/ Wave Grate (Non-Locking) Deep 37221 AISI 304 9.30 (60.0) 1.6

6" Point Drain Body w/ Wave Grate (Non-Locking) Shallow 37459 AISI 304 9.30 (60.0) 1.6


