
• 21" x 18-3/4" Wall-mount lavatory
•  Designed for concealed carrier arm 

installation
• Basin: 16" x 10-3/4"
• Concealed front overflow
• Available in 4" and 8" faucet centers
•  Complies with ADA requirements for 

accessibility
•  The Mansfield® limited lifetime warranty
• Available in White

Features

Components
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MADE IN USA

Model # Description Codes/Standards
2008-4 21" x 18-3/4" Wall-mount lavatory 4" faucet center. Complete with template and 

installation instructions. ADA compliant. Less faucet, drain assembly and supply.

2008-8 21" x 18-3/4" Wall-mount lavatory 8" faucet center. Complete with template and 
installation instructions. ADA compliant. Less faucet, drain assembly and supply.

Model 2008-4
Less faucet, drain assembly 
and supply

2008  
Walnut Knoll
Wall-Mount, Vitreous China Lavatory
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Technical Information

See our complete line of acrylic and vitreous china bathroom 
fixtures, plastic tank trim and plumbing products.

MADE IN USA

Specifications

Model # Description Codes/Standards

2008 Wall-mount, vitreous china lavatory

These dimensions are nominal and subject to change 
without notice.
Fixture performance and specifications meet or exceed 
ASME A112.19.2-2008/CSA B45.1-08 standards, and other 
state and local codes.

Finished
Floor

Finished Wall

34"
(864 mm)

32-1/2"
(826 mm)

2-1/4"
(57 mm)

Dia.

29-1/8"
(740 mm)

Carrier Arm Holes
Optional Mounting

System

17-1/8"
(435 mm)

Typ.

MODEL 2008 ADA INSTALLATION

34"
(864 mm)

33-1/2"
(775 mm)
To center
of slot in
bracket

26"
(660 mm)

32-1/2"
(826 mm)
To center

wall stringer

3"
(76 mm)

23"
(584 mm)

10-1/4"
(260 mm)

3/8"
(10 mm) Dia.

S.P.S. Supplies

1-1/4"
(32 mm) Dia.
O.D. W aste

2" x 6"
(51mm x 152 mm)

Stringer

Finished
Floor

5/16" (8mm) Dia. 
Anchor Holes

18-3/4"
(476 mm)

10-3/4"
(273 mm)

16"
(406 mm)

21"
(533 mm)

Leveling and
locking screw

holes for
concealed arm

carrier

4"
(102 mm)

3-1/2"
(89 mm)

6-3/8"
(162 mm)

8-1/4"
(210 mm)

1-3/4"
(44 mm)

Dia.

Finished Wall Mounting
Bracket

3-1/2"
(89 mm)

4"
(102 mm)

8"
(203mm)

All Mansfield® wall-mount lavatories are supplied with this exclusive one-piece steel 
hanger. Easily installed and adjusted, it contains 7 holes for solid mounting against wall. 
Anchoring screw must be used for correct installation. Standard plumbing practice 
recommends use of both mounting bracket and anchoring screws. NOTE: For secure 
installation, wall-mounting hanger should be fastened to solid support wall stud.

Mounting
Bracket

Finished
Floor

3/4"
(19 mm)

spud
 connection

Outlet

ADA Installation
1 41" (1042 mm)
2 25-1/2" (648 mm)
3 17" (432 mm)

48"
(1219 mm)

Finished Wall

13-5/8"
(346 mm)

7-1/4"
(184 mm)

14-1/4"
(362 mm)

32-1/2"
(826 mm)

4-3/4"
(121 mm)

36-1/2"
(927 mm)

11-1/2"
(292 mm)

6-1/2"
(419 mm)

13-1/4"
(336 mm)

24"
(610 mm)

17"
(432 mm)

19-1/2"
(495 mm)

2-1/2"
(63 mm)

3/4” min. S.P.S.
(18 mm)

Specification Description Specification Description
Material Vitreous China Faucet Holes 4" or 8"

Warranty Vitreous China - Limited Lifetime Shipping Weight 37 lbs. (17 kg)
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